Designation

GE4UK
GESUK
GE6UK
GE8UK
GE10UK
GE12UK
GE15UK
GE17UK-2RS
GE20UK-2RS
GE25UK-2RS
GE30UK-2RS
GE35UK-2RS
GE40UK-2RS
GE45UK-2RS
GES50UK-2RS
GE60UK-2RS
GE70UK-2RS
GE8OUK-2RS

GE90UK-2RS

GE100UK-2RS

GE110UK-2RS
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C d1 min :;111; 1:121;

3 6 0.3 0.3 2.1
4 8 0.3 0.3 3.6
4 8 0.3 0.3 3.6
5 10 0.3 0.3 5.8
6 13 0.3 0.3 8.6
7 15 0.3 0.3 11
9 18 0.3 0.3 18
10 | 20 0.3 0.3 22
12| 24 0.3 0.3 31
16 | 29 0.6 0.6 51
18| 34 0.6 0.6 65
20 39 0.6 1 112
22 | 45 0.6 1 140
25 50 0.6 1 180
28 | 55 0.6 1 220
36 | 66 1 1 345
40 | 77 1 1 440
45 | 88 1 1 567
50 | 98 1 1 690
55 | 109 1 1 858
55 | 120 1 1 924

vq.u‘

L S= \‘\"

GE=UK GE=UK-2RS

(KN)

Load Ratings

CO

5.4

9.1

9.1

14

21

28
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360

440

695

880

1140

1370

1730

1860

16
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13
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Weight
(kg)

0.003
0.005
0.004
0.008
0.011
0.015
0.027
0.041
0.066
0.119
0.163
0.233
0.306
0.427
0.546
1.04
1.55
2.31
2.75
4.45

4.82
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GE...UK-2RS
GE120UK-2RS | 120 4 180 | 85 | 70 | 130 1 1 1340 2700 6 8.05
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